UVEX ARBEITSSCHUTZ GmBH

Wurzburger Str. 181-189,
D-90766 Furth

Safety Eyewear
23.08.2006

Product characteristics

Technical details

Frame

Material
Colour

Material
Features
Colour

Lens

Material
Thickness

Filter

Coating

Colour

Optical class
Impact resistance

Miscellaneous
Weight
Packing

Standards

UVEX (UK) LTD ® uvex House ® Farnham Trading Estate ® Farnham e Surrey e @ U
GU9 9NW e Tel: 01252 731200 © Fax: 01252 733968

(PROTECTING PEGPLE |
Product Datasheet - ultrasonic goggle 9302-245

* Panoramic lens shape allows 180 degrees unrestricted lateral vision

* Medium energy impact ‘B’ (120 m/s)

* Integrated, indirect ventilation system allows air movement directly
across the lens

* Fits comfortably over most prescription spectacles

* Simple lens replacement

* High quality, easily adjustable headband

Front piece
PP/TPE
Orange/Grey

Headband

Synthetic

Individual adjustment
Orange/Grey

PC

2,2 mm

2-2,1 according to DINEN 170

supravision HC-AF - anti-fog inside/scratch resistant outside
Clear

1

B (120 m/s) according to DIN EN 166

80g

4 goggles per box

72 goggles per case
DINEN 166 & DINEN 170
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