
          

Light Duty PVC Ducting Grey 

Specification Sheet 

         

Construction: Hose wall – PVC coated polyester fabric, nominal thickness 250 microns 

   Helix – spring steel wire 

Applications: Low pressure applications 

  Excellent in applications with excessive vibration and/or perpetual motion systems 

Heating, cooling, ventilation, exhaust, dust extraction and air conditioning systems 

Properties: High resistance to UV rays and chemicals 

  Smooth inner wall 

  Highly flexible and elastic, with a good resistance to deformation 

Temperature range: -30°c to +80°c 

Standard length: 6 metre/10 metre 

I.D. Working Pressure Air Velocity Code 
(mm) (bar) (psi) (m/m) (6m) (10m) 

51 0.03 0.44 30 3600051 - 
77 0.03 0.44 30 3600076 - 
90 0.03 0.44 30 3600089 - 

102 0.03 0.44 30 3600102 3601102 
128 0.03 0.44 30 3600127 3601127 
152 0.03 0.44 30 3600152 3601152 
160 0.03 0.44 30 3600160 3601160 
178 0.03 0.44 30 3600178 3601178 
203 0.03 0.44 30 3600203 3601203 
229 0.03 0.44 30 3600229 3601229 
254 0.03 0.44 30 3600254 3601254 
305 0.03 0.44 30 3600305 3601305 
357 0.03 0.44 30 3600356 3601356 
408 0.03 0.44 30 3600406 3601406 
459 0.03 0.44 30 3600457 3601457 
510 0.03 0.44 30 3600508 3601508 

All pressure ratings quoted at ambient temperature 

 

Product Code: 360---- 

 

For further information:                                 hose@arco.co.uk       www.arco.co.uk 

Arco Ltd, PO Box 21, Waverley Street, Hull, HU1 2SJ                      Tel: 01482 383280    Fax: 01482 591450 

 

 A highly resilient PVC coated ducting, for use in 

low pressure applications. 


