
          

Wyrem® Heavy Duty Ducting 
Specification Sheet 

 

        

Construction: Hose wall – double reinforced layers of Chloroprene coated cotton 

   Helix – twin spring steel helices 

Applications: Suction and extraction of fumes, exhaust gases, dust and particles 

  General ventilation 

 Properties: Tough, flexible and extremely durable 

Good vacuum resistance, due to the specially designed structure 

   Highly resist to ozone 

Temperature range: -20°c to +100°c 

Standard length: 6 metres 

I.D. Working Pressure Bend Radius Vacuum Weight Code 
(mm) (bar) (psi) (mm) (mmHg) (kg/c)  

25 0.35 5.07 60 337 2.52 3624125 
32 0.35 5.07 63 300 3.00 3624032 
38 0.35 5.07 65 300 3.42 3624038 
45 0.35 5.07 68 262 3.90 3624045 
51 0.35 5.07 71 262 4.32 3624051 
60 0.35 5.07 75 262 4.50 3624060 
63 0.35 5.07 77 225 4.62 3624063 
76 0.35 5.07 84 225 5.10 3624076 
80 0.35 5.07 87 187 5.28 3624080 
82 0.35 5.07 88 187 5.40 3624082 
90 0.35 5.07 93 187 5.82 3624090 

102 0.35 5.07 100 150 6.60 3624102 
110 0.35 5.07 106 150 7.20 3624110 
127 0.35 5.07 119 75 8.76 3624127 
152 0.35 5.07 139 75 11.52 3624152 
165 0.35 5.07 151 37 13.32 3624165 
180 0.35 5.07 166 37 15.48 3624180 
203 0.35 5.07 189 37 19.38 3624203 
254 0.35 5.07 250 37 29.94 3624254 
305 0.35 5.07 319 37 43.08 3624305 

All pressure ratings quoted at ambient temperature 

 

Product Code: 3624--- 

 
For further information:                                 hose@arco.co.uk       www.arco.co.uk 

Arco Ltd, PO Box 21, Waverley Street, Hull, HU1 2SJ                      Tel: 01482 383280    Fax: 01482 591450 

 

An extraction ducting, suitable for a wide range of 
applications. 


