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Specification Sheet 

 

 

       
 

 

Construction: Hose wall – clear PVC 

  Helix – PVC coated spring steel helix 

Applications: Light duty extraction of fumes, air and dust 

  Suitable for use in the automotive industry 

Properties: Highly flexible and can be used in confined spaces 

  Cross section maintained even when highly flexed  

Temperature range: -10°c to +55°c 

Standard length: 10 metre 

 

I.D. O.D. Working Pressure Bend Radius Vacuum Weight Code 
(mm) (mm) (bar) (psi) (mm) (mmHg) (kg/c)  

25 30 1.5 21 13 147 1.5 3689025 
32 37 1.3 18 16 147 1.5 3689032 
38 43 1.2 17 19 147 2.0 3689038 
45 50 1.1 15 23 73 2.5 3689045 
51 56 1.1 15 26 73 3.0 3689051 
63 68 0.8 11 32 73 3.5 3689064 
76 81 0.6 8 38 73 6.0 3689076 

102 107 0.4 5 51 73 7.5 3689102 
All pressure ratings quoted at ambient temperature 

 

 

Product Code: 3689--- 

 

For further information:                                 hose@arco.co.uk       www.arco.co.uk 

Arco Ltd, PO Box 21, Waverley Street, Hull, HU1 2SJ                      Tel: 01482 383280    Fax: 01482 591450 

 

A highly flexible ducting, suitable for a number 

of light duty applications. 


