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Red Steam Hose EN6134 
 
 
Red rubber steam hose suitable for a working pressure of 18 bar corresponding to a temperature of 
210°C. Fully compliant with EN ISO 6134:2005 Type 2 Class A which, supersedes BS 5342 for high 
pressure superheated steam applications. Mandrel built and multi-wire strand reinforcement. 
Features anti-static wires to enable conductivity when correctly assembled & pin pricked cover. 
 
Application: Superheated steam applications for high pressure cleaning & sterilising, fire snuffing, 
pipe de-frosting. 
 
 
Temperature Range: -20°C to 210°C (dependant on pressure). 
Standard Length: 40 metre. 
 
 
Construction: 
Lining: EPDM Rubber. 
Cover: Cloth Finish Red CR Rubber. 
 
 
 

I.D. O.D. Working Pressure Burst Pressure Bend Radius Weight Code 

(mm) (mm) (BAR) (PSI) (BAR) (PSI) (mm) (Kg/pm) 
 13 25 18 261 180 2610 91 0.5 3917113 

19 33 18 261 180 2610 133 0.8 3917119 

25 40 18 261 180 2610 175 1.1 3917125 

32 48 18 261 180 2610 224 1.5 3917132 

38 54 18 261 180 2610 266 1.8 3917138 

51 69 18 261 180 2610 357 2.5 3917150 

All pressure ratings quoted at ambient temperature. 
    

 


