
          

Lightweight PVC Air Hose 
Specification Sheet 

 

              

Construction: Liner – black PVC 

  Reinforcement – high tensile polyester fibres 

  Cover – coloured PVC 

Applications: Air tools and general workshop use 

  Predominantly used for air supply, but can also be used for water 

 Properties: Tough, flexible, durable and kink resistant 

Good resistance to a wide range of chemicals (please check compatibility) 

   Light weight and flexibility reduce operator fatigue 

   3:1 safety factor at 20°c 

   In accordance with BS EN ISO 6224 and BS EN ISO 5774 

Temperature range: -10°c to +60°c 

Standard length: 30 metres 

I.D. O.D Colour Working pressure Bend Radius Weight Code 
(mm) (mm)  (bar) (psi) (mm) (kg/c)  

6.3 10.5 Black 18 261 26.3 2.31 4103006 
8.0 12.5 Black 15 218 31.3 2.85 4103008 

10.0 14.0 Black 13 189 35.0 2.97 4103010 
12.5 17.0 Black 11 160 42.5 4.53 4103013 
6.3 10.5 Blue 18 261 26.3 2.31 4103106 
8.0 12.5 Blue 15 218 31.3 2.85 4103108 

10.0 14.0 Blue 13 189 35.0 2.97 4103110 
12.5 17.0 Blue 11 160 42.5 4.53 4103113 
6.3 10.5 Red 18 261 26.3 2.31 4103206 

10.0 14.0 Red 13 189 35.0 2.97 4103210 
12.5 17.0 Red 11 160 42.5 4.53 4103213 

All pressure ratings quoted at ambient temperature 

 

Product Code: 4103--- 

 

For further information:                                 hose@arco.co.uk       www.arco.co.uk 

Arco Ltd, PO Box 21, Waverley Street, Hull, HU1 2SJ                      Tel: 01482 383280    Fax: 01482 591450 

 

A lightweight PVC air hose, available in different 
colours for colour coded applications. 


