
          

Tress-Nobel® 40bar Hose 

Specification Sheet 

 

        

Construction: Lining – black PVC 

   Reinforcement – polyester braiding 

   Cover – blue PVC 

Applications: Agricultural and agro-chemical industries 

  Herbicide and insecticide spraying 

Transfer and spreading of liquid fertiliser 

 Properties: Resistant to chemical products (please check compatibility) 

   Withstands exposure to all climatic conditions 

   Minimal distortion under high pressure 

   Please call for more coil length options 

Temperature range: -15°c to +60°c 

 

I.D. O.D Working Pressure Bend Radius Weight Length Code 
(mm) (mm) (bar) (psi) (mm) (kg/c) (m)  

8 14.5 40 580 56 4.00 25 4106408 
10 17 40 580 70 5.00 25 4106410 
12 20 40 580 84 6.75 25 4106413 
16 24 40 580 112 8.50 25 4106415 
19 28 40 580 133 11.0 25 4106419 
25 35 40 580 175 15.75 25 4106425 
12 20 40 580 84 13.20 50 4106513 
19 28 40 580 133 21.85 50 4106519 

All pressure ratings quoted at ambient temperature 
WARNING: Elevated temperatures can change the chemical resistance rating 

 

Product Code: 4106--- 

 

For further information:                                 hose@arco.co.uk       www.arco.co.uk 

Arco Ltd, PO Box 21, Waverley Street, Hull, HU1 2SJ                      Tel: 01482 383280    Fax: 01482 591450 

 

A high pressure delivery hose, ideally suited 

for agricultural applications. 


