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Mikalor W1 Super Clamp 
Specification Sheet 

                 

                      
 

 Construction: Band & bridge – mild steel 

   T-bolt – 8.8 grade steel 

   Washer & trunnions – mild steel 

 Applications: Agricultural, waste water, mining and quarrying applications 

 Properties: Can be tightened up using a variety of different tools 

Bevelled edges protect the hose from damage 

Diameter Width Max. working pressure Max. torque Code 
(mm) (mm) (bar) (psi) (Nm)  

17-19 18 48 696 4.5 4229019 
23-25 18 45 652 4.5 4229025 
26-28 18 45 652 4.5 4229029 
29-31 20 42 609 8 4229031 
32-35 20 42 609 8 4229036 
36-39 20 40 580 8 4229037 
40-43 20 40 580 8 4229043 
44-47 22 44 638 16 4229048 
48-51 22 44 638 16 4229051 
52-55 22 40 580 16 4229055 
56-59 22 40 580 16 4229059 
60-63 22 36 522 16 4229063 
64-67 22 36 522 16 4229067 
68-73 24 28 406 25 4229073 
74-79 24 28 406 25 4229079 
80-85 24 28 406 25 4229085 
86-91 24 20 290 25 4229091 
92-97 24 20 290 25 4229097 

98-103 24 20 290 25 4229104 
104-112 24 12 174 25 4229112 
113-121 24 12 174 25 4229121 
122-130 24 12 174 25 4229131 
131-139 26 9 130 50 4229139 
140-148 26 9 130 50 4229147 
149-161 26 9 130 50 4229160 
162-174 26 6 87 50 4229174 
175-187 26 6 87 50 4229188 
188-200 26 6 87 50 4229200 
201-213 26 3 43 50 4229213 
214-226 26 3 43 50 4229226 
240-252 26 3 43 50 4229252 

All pressure ratings quoted at ambient temperature 

 

Product Code: 4229--- 

 
For further information:                                 hose@arco.co.uk       www.arco.co.uk 

Arco Ltd, PO Box 21, Waverley Street, Hull, HU1 2SJ                      Tel: 01482 383280    Fax: 01482 591450 

 

A heavy duty hose clamp, ideal for those applications 

where a rugged yet cost effective clamp is required. 


