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Product Description 
Edge masking Tape is a strong smooth flat back paper that when used for paint masking 
gives a sharp paint line with a low paint ridge. This backing simplifies the task of long 
straight lines whilst still being hand tearable. 
 
Applications 
Masking of straight lines on walls, wood trim, glass and metal. Protecting various items 
during painting and construction 
 
Features & Benefits 
Very sharp paint lines 
Resist lifting and curling due to good holding power 
Clean removal 21days 
Supplied in a plastic container to prolong shelf life 
 
Application notes 
Apply with a firm pressure to clean, non-porous surfaces. Test an inconspicuous area before 
use to determine suitability 
 
Technical Performance 

Description Units Value Test Method 

Total thickness mm 0.14 Digital calliper  

Adhesive Type - Water-based Rubber - 

Adhesion to steel Oz/in 3.2 - 4.2 - 

Adhesion to backing N/inch 1.4 – 2.5 - 

Elongation  % 11 - 

Heat resistance  °c 60 - 

Holding power hours 12 - 

 
Declaration of Conformity Information  
 
REACH SVHC Status – NO SHVC present according to candidates list of 17th Dec 2015 
 
RoHS Compliance Status – Not Applicable  
 
Storage Details 
Shelf life recommended 12 months from date of despatch at the moderate temperature and 
humidity environment. 
 


