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Construction: Hose wall – polyurethane 

  Helix – rigid PVC, copper thread spiral 

Applications: Suction and transport hose for abrasive solids, e.g. sand, grain, sawdust 

   Suitable for wood processing, textile and food industries 

Properties: Manufactured in accordance to EN 23994:1993 

  Capable of electro-static discharge by grounding the copper helix 

Light, extremely flexible, and highly abrasion-resistant with a mostly smooth lining 

Good resistance to UV, ozone and chemicals (please check chemical compatibility) 

Temperature range: -30°c to +80°c 

Standard length: 20 metre 

 

I.D. O.D. Bend Radius Vacuum Weight Code 
(mm) (mm) (mm) (mmHg) (kg/m)  

25 32 25 294 0.19 5388025 
32 39 32 220 0.24 5388032 
38 45 38 220 0.27 5388038 
51 57 51 220 0.35 5388051 
63 71 63 220 0.49 5388063 
76 85 76 220 0.59 5388076 

102 112 102 220 0.86 5388102 
127 137 127 147 1.05 5388127 
152 163 152 147 1.42 5388152 
203 212 203 147 2.22 5388203 

All pressure ratings quoted at ambient temperature 

 

Product Code: 5388--- 

 

For further information:                                 hose@arco.co.uk       www.arco.co.uk 

Arco Ltd, PO Box 21, Waverley Street, Hull, HU1 2SJ                      Tel: 01482 383280    Fax: 01482 591450 

 

A light-weight and flexible medium duty anti-static 

PU ducting, for use in abrasive applications.   


